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FIGURE EC-02

2/25/15

EROSION CONTROL MAT - SLOPE DETAIL

10"

JUNCTION SLOT

ANCHOR SLOT

AT BEGINNING AND END

OF EROSION MAT

(SEED AND SOD)

JUNCTION SLOT

(SEED ONLY)

(SOD ONLY)

SOD

SOD

LAP JOINT

(SEED AND SOD)

GENERAL NOTES

1. PREPARE SOIL BEFORE INSTALLING BLANKETS,

2. BEGIN AT THE TOP OF THE CHANNEL BY

3. ROLL CENTER BLANKET IN DIRECTION OF

4. PLACE BLANKETS END OVER END (SHINGLE

5. FULL LENGTH EDGE OF BLANKETS AT TOP

6. BLANKETS ON SIDE SLOPES MUST BE

7. IN MEDIUM/HIGH FLOW CHANNEL APP-

8. THE TERMINAL END OF THE BLANKETS

THE TRENCH AFTER STAPLING.

WIDE TRENCH.  BACKFILL AND COMPACT

MUST BE ANCHORED IN A 6" DEEP x 6"

PATTERN.

BELOW THE FIRST ROW IN A STAGGERED

CHANNEL.  PLACE A SECOND ROW 4"

4" APART OVER ENTIRE WIDTH OF THE

INTERVALS.  USE A ROW OF STAPLES

RECOMMENDED AT 30 TO 40 FOOT

LICATIONS, A STAPLE CHECK SLOT IS

BLANKET AND STAPLED.

OVERLAPPED 4" OVER THE CENTER

COMPACT THE TRENCH AFTER STAPLING.

DEEP x 6" WIDE TRENCH.  BACKFILL AND

OF SIDE SLOPES MUST BE ANCHORED IN 6"

SECURE BLANKETS.

ROW OF STAGGERED STAPLES 4" APART TO

STYLE) WITH A 6" OVERLAP.  USE A DOUBLE

WATER FLOW ON BOTTOM OF CHANNEL.

THE TRENCH AFTER STAPLING.

6" WIDE TRENCH.  BACKFILL AND COMPACT

ANCHORING THE BLANKET IN A 6" DEEP x

AND SEED.

INCLUDING APPLICATION OF LIME, FERTILIZER

6"

6"

8. BLANKET TYPE TO BE NORTH AMERICAN GREEN

S75 OR S150 (OR SIMILAR) DEPENDING ON SLOPE 

9. SILT FENCING INSTALLATION SHALL COMMENCE IMMEDIATELY

FOLLOWING EROSION CONTROL MAT INSTALLATION.

10. EROSION CONTROL MAT SHALL BEGIN AND TERMINATE AT TOP OF BANK.
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FIGURE EC-05

CONCRETE WASHOUT DETAIL

WILL REQUIRE DESIGN MODIFICATIONS. 

ALTERNATIVE MATERIALS OR PRODUCTS

TO PROVIDE STRUCTURAL CONTAINMENT.)

MATERIALS OR PRODUCTS MAY BE USED

BY WPWD INSPECTORS ALTERNATIVE

STRAW BALE (IF APPROVED

STRAW BALES.

EXTEND OVER THE 

THE LINING SHOULD 

(10 MILLIMETERS);

POLYETHYLENE LINING

(2 PER STRAW BALE)

THE STRAW BALES

STAKES TO SECURE

WOOD OR METAL

LINING TO THE STRAW BALES

TO SECURE THE POLYETHYLENE

METAL PINS OR STAPLES

(2 PER STRAW BALE)

THE STRAW BALES

STAKES TO SECURE

WOOD OR METAL

STRAW BALES.

EXTEND OVER THE 

THE LINING SHOULD 

(10 MILLIMETERS);

POLYETHYLENE LINING

LINING TO THE STRAW BALES

TO SECURE THE POLYETHYLENE

METAL PINS OR STAPLES

WILL REQUIRE DESIGN MODIFICATIONS. 

ALTERNATIVE MATERIALS OR PRODUCTS

TO PROVIDE STRUCTURAL CONTAINMENT.)

MATERIALS OR PRODUCTS MAY BE USED

BY WPWD INSPECTORS ALTERNATIVE

STRAW BALE (IF APPROVED

MATERIAL

COMPACTED SOIL 

4" INTO THE SOIL

STRAW BALES ENTRENCHED

DRIVE

NO. 2 STONE

CONCRETE

WASHOUT

REQ'D.

SIGN

DATE
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TYPICAL FLAT/RECTANGULAR/ROLLED CURB

INLET FILTER

TYPICAL ROUND

INLET FILTER









20'

Stone To Pavement

Taper Cut To Match
Public Roadway150'

FIGURE EC-10

2/26/16

TEMPORARY CONSTRUCTION DRIVE

Existing Ground

12" No. 2 Stone

R25' (Min.)

R25' (Min.)

P
u
b
lic
 R

o
a
d
w
a
y
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62.25"

27.5"

60.25" MIN.

51.0" DIA.

43.0" DIA.

3.25" SLOT WIDTH

 @ WIDE END

8.625"

1.625"

19"

2.0" SLOT WIDTH

 @ NARROW END

8.5" SLOT LENGTH

1.5" SLOT WIDTH

@ NARROW END

3.5" SLOT WIDTH

@ WIDE END

62.25"













FIGURE ST-07

2/26/16

SECTION A-A

1 1/8

2 3/8

13/16

1 3/4

1 3/4

7

A A

(2)-Non Penetrating
Pick Holes

MANHOLE SOLID LID CASTING DETAIL

3/8" Expansion Bolts Req'd.

Holes

(3)Ø1 Anchor

NEENAH R-1642

EAST JORDAN

USF

1045Z

755-NC
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WEIGHT:  FRAME 211#; GRATE 156#

FINISH:  NO PAINT

MATERIAL:  CAST GRAY IRON ASTM A-48, CLASS 35B

COMPONENT NOS:  FRAME 3501-2176; GRATE 3501-3001

MEETS AASHTO M-306 PROOF LOAD REQUIREMENTS.

NOTE:  ALL DIMENSIONS SHOWN ARE IN ENGLISH AND [METRIC] 

R6" [R152mm]
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3
/

8
"NO WASTE

DUMP

(SEE DETAIL)

FISH LOGO

NEENAH FOUNDRY CO

USA

NEENAH

EAST JORDAN

3501-TL OR TR

7495-M2 OR M1

    WESTFIELD PUBLIC WORKS DEPARTMENT.

 D. OTHER PHRASES SHALL REQUIRE APPROVAL OF THE

 C. "DUMP NO WASTE"

 B. "DRAINS TO RIVER" OR "DRAINS TO WATERWAY"

 A. "STORM SEWER"

   APPROVED CASTING SHALL HAVE THE FOLLOWING PHRASES CAST IN RECESSED LETTERS:

** STORM SEWER CASTINGS MANHOLE COVERS, BEEHIVE INLETS, CURB INLETS OR OTHER

FIGURE ST-09

2/26/16

ROLLED CURB INLET CASTING

DEPRESSED 

DIRECTION OF FLOW

ENGRAVED LETTERS

1" [25mm]

ENGRAVED LETTERS

1/2" [13mm]

USF 5254 & 6233 (L OR R)
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NEENAH R-4342

EAST JORDAN 6489

* OR APROVED BY WESTFIELD PUBLIC WORKS DEPARTMENT

    WESTFIELD PUBLIC WORKS DEPARTMENT.

 D. OTHER PHRASES SHALL REQUIRE APPROVAL OF THE

 C. "DUMP NO WASTE"

 B. "DRAINS TO RIVER" OR "DRAINS TO WATERWAY"

 A. "STORM SEWER"

   TWO (2) INCHES IN HEIGHT:

   APPROVED CASTING SHALL HAVE THE FOLLOWING PHRASES CAST IN RECESSED LETTERS    

** STORM SEWER CASTINGS MANHOLE COVERS, BEEHIVE INLETS, CURB INLETS OR OTHER

WEIGHT = 196#

FREE OPEN AREA = 278 SQ. IN.

FOR NEENAH R-4342:

NOTES:

BEEHIVE INLET CASTING

FIGURE ST-10

5695USF
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4' MAXIMUM

2' MINIMUM
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FIGURE ST-36

TYPICAL SUBSURFACE DRAIN (SSD) LATERAL

TO INDIVIDUAL LOTS IN REAR YARD SWALE

3" MIN.

6' STEEL FENCE ("T") POST

D= PIPE DIAMETER

MINIMUM 6" SUB SURFACE DRAIN

E
A

S
E

M
E

N
T

L
IN

E

4:1 PROPOSED GRADE

C
E

N
T

E
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L
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E
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F

S
S

D
 

M
A
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C
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N
T

E
R

L
IN

E
 

O
F

F
L

O
W

L
IN

E

(ASTM F405 SPEC.)

POLYETHELENE PIPE

6" PERFORATED

GRADE

PROPOSED

BE REMOVED UPON CONNECTION TO HOUSE.

TEMPORARY EXTENSION ABOUT GROUND TO 

PERFORATED PLASTIC PIPE.

TILE SHALL BE DOUBLE WALL-SMOOTH WALL

NOTES:

CAP & TAPE

BORE DRAIN PIPE

DOUBLE WALL, SMOOTH

NON-PERFERATED

MINIMUM 4" SSD

18" MAX.

12" MIN.

TEE REQ'D.

6"x 4" REDUCING

STONE

COARSE AGG. #8 

DATE

CITY OF WESTFIELD, INDIANA
No.

ANAIDNI

DERETSIGE
R

R
E

E
NI

GNE LANOIS
SE

F
O

R
P

STATE OF

GN

IL
DNUS .A PILLIHP

11300022



6
"

2
'-

6
"
 

M
IN
IM

U
M

V
A

R
IE

S
 
-
 

S
E

E
 

P
L

A
N

24"

3" MIN.

2/26/16

FIGURE ST-37

SUBSURFACE DRAIN (SSD) RISER DETAIL

GROUT 6
"
 

R
IG
II

D
 

P
V

C
 

A
C

C
E

S
S
 

P
IP

E

6" x 6" x 6" TEE

CAP
DIRECTION OF FLOW

WASHED GRAVEL

CONCRETE BASE (2'x2'x6")

SET FLUSH WITH 

FINISH GRADE

NOTE: TILE SHALL BE DOUBLE WALL SMOOTH

WALL PERFORATED HDPE PIPE.

      D= PIPE DIAMETER

NOTE: MINIMUM 6" SUB SURFACE DRAIN

CASTING SHALL READ "STORM"

EAST JORDAN CASTING 1570 OR EQUAL
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10' MIN.
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FIGURE ST-38

RISER LOCATIONS

MANHOLE RISERLOT

LOT

LOT

LOT

LOT

LOT

LOT

LOT

SSD

MANHOLE RISER

RISER

2'x2' BOX

LOT

LOT

LOT LOT LOT LOT

LOT LOT LOT

LOT

SINGLE LINE

INTERSECTION OF TWO SSD LINES

S
S

D
SSD

MANHOLE RISER

RISER

2'x2' BOX

S
S
D

SSD

RISER

S
S
D

SSD

INTERSECTION OF THREE OR MORE

SSD LINES

RISER

SSD

L
O

T
 

L
IN

EEND OF SSD RUN

400' MAX.
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FIGURE ST-40

SUBSURFACE DRAIN (SSD) - NO SWALE

3" MIN.

WALL PERFORATED HDPE PIPE.

TILE SHALL BE DOUBLE WALL, SMOOTH

NOTE:

6"

MIN.

SSD

SOIL

6" TOP 

STONE
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